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CONCRETE CONSTRUCTION  PRECAST / TILT UP / FORMWORK

- Super lightweight at 9.3 Kilograms
- 1.3 Horsepower Honda Engine
- 125 Liter Per min discharge

- 32 millimeter outlet size
- 5 millimeter Solids
- 5 meter max head

- Standard flexshaft 
- Aluminium pump body for 
improved portability
- 3 Dog drive coupling
- 6m flexshaft available
APPLICATIONS
- Excavations pits
- Construction sites
- Pier holes
- Dams

MASTERVIBE
BN-MV44

HARD NOSE CAP VIBRATORS
BN57-9

HANDYPUMP
BNHP32

PUMPS
BN228

RESILIENT NOSE CAP AVAILABLE

AUSTRALIAN
MADE

Model BN-MV44 BN-MV44R
Type Hard Nose Resilient Nose Cap

Flexshaft Length mm 545 545

Vibrator Head Dia mm 44 44

Vibrator Head Length mm 390 390

Operating Weight kg 13 13

PETROL DRIVE UNITS
BNDU16H

Model BNDU16H BNDUL48D
Operating Weight kg 25 43

Engine Speed rpm 3,000 3,600

Vibration Isolators No Yes

Engine Make Honda Yanmar

Engine Model GX160 L48

Model BN44-6 BN57-6M BN57-9M
Flexshaft Length mm 6 6 9

Vibrator Head Dia mm 44 57 57

Vibrator Head Length mm 455 455 455

Operating Weight kg 22 25 35

Shaft Inner Core Dia mm 13 13 13

18V XR LI-ION CONCRETE VIBRATOR
DCE531N-XJ

 - Vibrating poker removes 
air from concrete forms to 
strengthen concrete and 
improve consistency of mix

 - Sealed motor and drive shaft 
for improved durability

 - Shaft length 1.2m
 - Vibrations/minute: 15,000VPM


